
The HD series mulcher is comprised 
of double carbide hammers and 
high resistance carbide teeth on 
both ends for optimal durability 
and performance. Cutting edge 
counter blades provide maximum 
mulching e!iciency and quality. 
Bolt-on inner blades for easy 
maintenance and optimized 
uptime.

FRONT MOUNT
SOLID DRUM 
MULCHER
HD SERIES

Introducing Shearex’s HD solid drum mulcher, the new 
benchmark for mulching in rough terrain. Ideal for operation 
in loam, clay and rocky soils, you can easily push through 
dense vegetation.

With double carbide teeth, counter blades and Hardox® 500 
bolt-on liner and skid shoes, the HD Solid Drum provides  
increased e!iciency and durability. Take your land clearing  
capabilities to the next level with the unmatched  
performance of Shearex’s solid drum mulcher.

G2.0 BALANCING STANDARD
ZERO VIBRATION ROTOR
We are the only mulcher manufacturer to adhere to the highest vibration standards  
in the market, the G2.0 Balancing quality. Optimal balance is crucial to minimize  
vibrations, premature bearing wear, and structural fatigue. STANDARD & HIGH RESISTANCE
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PRODUCT CATALOG

HD-60SX HD-70SY HD-100DY2

Recommended Carrier Power HP (KW) 74 (55) 125 (95) 250 (190)

Cutting Width  IN (CM) 58.625 (149) 74.75 (190) 100 (254)

Cutting Dist. from Ground Level IN (CM) 0.4 (1) 0.4 (1) 0.4 (1)

Number of Hammers on Rotor  #4 46 60

Optimal Target Material Diameter IN (CM) 8 (20)  10 (25) 24 (61)

Exterior Length IN (CM) 4#.42 (((0) 4).5 ((26) 4).6 ((26)

Exterior Height IN (CM) 56.( ((42) 5).# ((5() 5).4 ((5()

Exterior Width IN (CM) 72.56 ((,4) )4 (2#)) (() (#02)

Rotor Diameter IN (CM) 16.25 (41.3) 18 (45.7) 18 (45.7)

Approximate Typical Weight LBS (KG) 2,815 (1,277) 3,100 (1,406) 5,500 (2,495)

HYDRAULICS

Variable Displacement  
Axial Piston Motor CC 110 160 2 x 160

Min. Required Continuous Flow GAL/MIN (L/MIN) 28 (106) 47 (178) 64 (242)

Max. Allowed Continuous Flow GAL/MIN (L/MIN) 46 (174) 76 (288) 150 (568)

Max. Operating Pressure PSI (BAR) 6,000 (410) 6,000 (410) 6,000 (410)

Rotating Speed RPM 2,300 2,200 2,100

FEATURES

Hydraulic Push Bar N/A Optional Optional

Front Deflector Optional Optional Optional

Hydraulic Motor Option N/A N/A 2 x 110 CC

Bite Limiter Rotor Optional N/A N/A

 Robust rotor design.

 Hardox® 500 liner and skid shoes for maximum wear resistance.

Bolt-on and welded liner for simplified maintenance.

 High visibility.

 Fastest rotor recovery.

 Unique hose guard to avoid getting tangled in branches.

 High pressure hoses included.

 High torque variable and adjustable motor.

 Innovative oil cooling system: Cools the oil when running 
idle, resulting in a temperature reduction of 30 to 50°F.

 Low rotor maintenance.

This information is subject to change without notice.
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