GRYB FORESTRY & LAND CLEARING

MINI BITE LIMITER
MULCHER

VL SERIES

Shearex’s Mini Bite Limiter Mulcher attachment  Poly-Chain® Carbon transmission belt.

is the ultimate tool for fast and efficient roadside |nternal shell/ wear plate made of Hardox® 500 for
maintenance, invasive species removal, land ultimate wear resistance.

clearing, and underbrush maintenance!

Durable, drainless piston motor built to withstand

) ) maximum pressure up to 5,800 PSI and return line
With years of experience, Shearex offers one pressure up to 360 PSI. Enjoy enhanced durability

of the most powerful land-clearing attachments and speed while minimizing internal wear.
on the market, featuring a quick and easy
coupling system.

Extremely durable oversized axles and bearings.

Bolted counter blade for easy replacement and
added durability.



MINI BITE LIMITER
MULCHER

VL SERIES

VL-20SC VL-30SC

INCLUDED WITH ALL VL MULCHERS

Excavator Size T 2t0 4 3to4 com PI_I M ENTABY

Recommended Min. Carrier Power HP (KW) 15 (20) 23 (30) KIT

Cutting Width IN (CM) 21.25 (54) 31(78) Every VL mulcher comes with a

Cutting Distance From Ground Level IN (CM) 0.25 (0.64) 0.25 (0.64) Complimentary kit packed with )

Number of Blades on Rotor N 0 essentials to get you up and running.

Optimal Target Mat. Dia. IN (CM) <3 (<7.5) <4 (<10) — Bl oo s el 2e)
— One tube of grease

Exterior Length IN (CM) 32.5(83) 42 (107) — Shearex cap

Exterior Height IN (CM) 22.75 (58) 22.75 (58) — User manual

Exterior Width IN (CM) 18 (45) 18 (45) - Sharpening guide

Rotor Diameter IN (CM) 13 (33) 13 (33)

Approximate Weight LBS (KG) 430 (195) 550 (249)

HYDRAULICS

Fixed Axial Piston Motor cc 12 18

Min. Required Continous Flow GAL/MIN (L/MIN) 8 (30) 13 (49)

Max. Required Continous Flow GAL/MIN (L/MIN) 18 (68) 18 (68)

Max. Operating Pressure PSI (BAR) 400 (5,800) 400 (5,800)

Rotating Speed RPM 3,500 3,500

Pulley Ratio 11 11

Pressure Line I.D. # (IN) #10 (0,625) #10 (0,625)

Return Line I.D. #(IN) #10 (0,625) #10 (0,625)

Drain Line I.D. # (IN) None None

FEATURES

Tilting System - -
Bolt-on Wear Liner - -

Grappling Hook - -

Heel Optional Optional
Front free door Optional Optional
18cc motor Optional Standard



